Exploded - Radial Engine Cylinder

Explode Implode Reset
Engine Block Removal : Remove the Engine Block from the Cylinder Sleeve.
Cylinder Sleeve : Remove the Cylinder Sleeve from the Cylidner Head.
First Manifold Fitting : Remove the left-hand Manifold Fitting from the Cylinder Head.
Second Manifold Fitting : Remove the right-hand Manifold Fitting from the Cylinder Head.

Rocker Bolt Removal : Remove the Rocker Bolt from the Rocker Mount. Use the C-clip pliers to first
remove the clips from both ends.

First Rocker Arm : Remove the left-hand Rocker Arm from the Rocker Mount.
Second Rocker Arm : Remove the right-hand Rocker Arm from the Rocker Mount.

Rocker Mount Removal : Remove the Rocker Mount from the top of the Cylinder Head. Place both of
the Rocker Arms, the Rocker Bolt as well as the Rocker Mount in Container "A". The Rocker Arms
are identical and can be used interchangeably.

First Valve Guide : Remove the left-hand Valve Guide.

Second Valve Guide : Remove the right-hand Valve Guide.

First Lifter Spring : Remove the left-hand Lifter Spring from the Cylinder Head.
First Valve : Remove the left-hand Vavle from the Cylinder Head.

Second Lifter Spring : Remove the right-hand Lifter Spring from the Cylinder Head.

Second Valve : Remove the right-hand Valve from the Cylinder Head.
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